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INTRODUCTION 
This manual provides maintenance personnel with information necessary 


to install, operate, and maintain the Pyxis disk storage drive. 


The maintenance manual is arranged in five sections. The scope of each 
section is described in the following paragraphs. 


Section I, General Information, contains the Pyxis functions, physical 
and electrical descriptions, and equipment specifications. 


section II, Installation, contains information to enable maintenance 
personnel to uncrate, inspect, and install the Pyxis. Preliminary 
checks are also contained in this section. 


Section III, Operation, explains and shows the location and use of 
Status and fault isolation indicators, step rate and drive configura- 
tion selections, as well as powering-up or powering-down procedures 
for the disk drive. 

Section IV, Theory of Operation, explains the drive operations and 
gives a detailed description of each function. Simplified logic and 
block diagrams, timing diagrams, and waveforms are included. 

section V, Maintenance, contains corrective maintenance procedures. 


Appendix A contains reference drawings. 
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SECTION I 
GENERAL INFORMATION 


1.1 GENERAL DESCRIPTION 


The Pyxis Model 7/13/20/27 disk drives are fixed-media, random-access, 
rotating memory storage devices that enable the central processing 
unit (CPU) of a data processing system to store and retrieve blocks 
(records) of data on rotating disks. The drive functions as the 
input/output device for the CPU and can operate as a Single stand- 
alone, or it may be operated with similar disk drives in daisy-chain 
configuration. 


There are four disk drives (Models 7. 13, 20, and 27) in the Pyxis 
series containing 1, 2, 3 or 4 magnetic disks which range in total 
data storage from 6.7 megabytes to 26.67 megabytes, unformatted, and 
5.c4 megabytes to 20.97 megabytes, formatted. Access to data is pro- 
vided by one moving head per disk surface. The heads are an integral 
part of the head disk assembly (HDA) and never require alignment in 
the field. Data is recorded on the disk surfaces using modified fre- 
quency modulation (MFM) techniques. 


The drive incorporates an open-loop, stepper-motor-type positioning 
system. The major components of the drive are illustrated in Figure 
1-1 and are explained in the following paragraphs. 


MASTER 
ELECTRONICS 
BOARD 


MOTOR SPEED 
CONTROL BOARD 


PRE-AMPLIFIER 
BOARD 


STEPPER MOTOR 


Figure 1-1. Major Component Location 
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1.1.1 Head Disk Assembly 


The head disk assembly, shown in Figure 1-2, is a completely sealed 
module that houses the read/write heads, disks, positioner assembly, 
stepper motor, and filters. The spindle-mounted disks are rotated by 
the dc motor as the read/write heads fly over the surface of the disk. 
The stepper motor positions the heads over the disk, using positioning 
information from a microprocessor. Within the sealed module, the 
airflow generated by disk rotation causes air to flow from the disk 
chamber (upper chamber) through an aperture into the drive chamber 
(lower chamber) and to return via a recirculating filter. 


POSITIONER 
ASSEMBLY RECIRCULATING 


FILTER 
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Figure 1-2. Head Disk Assembly 
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1.1.2 DC Motor and Brake 


The de motor is a brushless, two-phase external rotor motor with 
integral hub and commutation effected by a Hall sensor. The rotational 
speed of the motor is 3600 revolutions per minute (rpm). The disk hub 
is grounded to the master electronics board via the motor shaft and a 
button contact. The brake is a plunger-solenoid designed to stop the 
motor in five seconds and to provide a restraining torque during 
handling. 


1.1.3 Disk Electronics 

The electronics assembly consists of three standard printed circuit 
board assemblies (PCBAsS); master electronics, preamplifier and motor 
speed control. 


1.1.4 Power Supply 


The de supply voltages (+12 and +5 volts) to the disk drive are 
supplied by the user and input to the drive on connector J3. 


Vee FUNCTIONAL CONCEPT 
The simplified block diagram in Figure 1-3 shows the functional 


concept of the Pyxis disk drive. Additional detailed explanations of 
the logic areas occur in Section IV. 


READ/WRITE 
DATA 


HEAD 
DISK 
ASSEMBLY 


FROM OMMANDS INTERFACE READ/WRITE 
CONTROLLER LOGIC 


STATUS _. 


MICROPRO- 
CESSOR 
CONTROL OF 
(/O AND 
DIAGNOSTICS 


LOGIC 


5640 


Figure 1-3. Pyxis Simplified Block Diagram 
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1.2.1 Interface Logic 


The interface logic translates the input/output signals of the disk 
drive to ensure drive-to-controller signal compatibility. Disk drive 
logic signal levels are transistor-to-transistor logic (TTL) 
compatible. The transmission line signals are differential signals. 


1.2.2 Read/Write Logic 


To execute read or write commands, the drive must be free of faults 
and the selected head must be at the correct location on the disk 
(i.e., On cylinder). During a read command, the read/write logic re- 
covers data from the disk, processes the data, and transfers the data 
to the controller. During a write command, the read/write logic 
receives data from the controller, processes the data and writes it on 
the disk. 


1.2.3 Head Select Logic 


The head select logic receives and decodes the addresses of a specific 
head. 


1.2.4 Step Motor Logic 


A four-phase stepper motor is used to control the read/write heads in 
the proper sequence at a rate and direction determined by a micro- 
proceSSor. 


1.2.5 Index Logic 


The square wave output of the Hall sensor in the dc motor is processed 
to produce a pulse every disk revolution. This pulse is used as an 
interface signal to mark a fixed reference point relative to the disk. 


1.3 EQUIPMENT SPECIFICATIONS 


Performance characteristics for Pyxis drives are listed in Table l-l. 
Environmental specifications are listed in Tables 1-2 and 1-3. The 
approved Ampex shipping container protects the drive (with stepper 
transit lock) against damage when the container in transit or storage 
is subjected to shock and vibration as listed in Table 1-3. 
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Table 1-1. Performance Characteristics 


Characteristics Specifications 


Storage capacity 
(unformatted) 

Disks per drive 
Cylinders 
Tracks per cylinder 
Data bytes per track 
Tracks per drive 
Capacity (megabytes) 
Spare capacity 


Storage capacity 
(formatted) 
Data bytes per sector 
Data sectors per track 
Data bytes per track 
Capacity (megabytes) 


Media defects 
(maximum number) 


Recording parameters 
Bit density 
Coding 
Track density 


Rotational parameters 
Disk rotational speed 
Data transfer rate 


Cylinder access time 
Ramp mode 
Single cylinder 
320 cylinders 
Cylinder access 
(average) 


3 milliseconds 
step mode 
Single cylinder 
320 cylinders 
Cylinder access 

(average) 


Model 7 Model 13 Model 20 Model 27 
1 2 3 4 

320 320 320 320 

2 4 6 8 

10,417 10,417 10,417 10,417 
640 1280 1920 2560 
6.67 13.33 20.0 26.67 


One extra (spare) cylinder is available* 


256 256 256 256 
32 32 32 32 
8192 8192 8192 8192 
5.24 10.49 15.73 20.97 
2 4 6 8 


9000 bpi (inner track, nominal) 
Modified-frequency-modulation (MFM) 
360 tracks per inch (average) 


3600 (+ 1%) rpm 
5 Mbits per second 


18 milliseconds (average) 
215 milliseconds (maximum) 


90 milliseconds 


18 milliseconds (average) 
1035 milliseconds (maximum) 


360 milliseconds 


* Extra (spare) cylinder would be 320 where the first cylinder is 0. 
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Table 1-1. Performance Characteristics (Contd.) 


Characteristics | Specifications 
SSE a INI RNA NISSIM SE SESS IRR TAISNCSI (SPR SAS BST ga OSes OS a NR NE 1 eR a SEE EARN 
Cylinder Access Time (Contd.) 

Slow pulse mode** 

Single cylinder 

320 cylinders 

Cylinder access 
(average) 


23 milliseconds (average) 
step rate=pulse rate 


step rate=pulse rate 


Data access time 

Average latency 

Average data access 
time/ramp mode 

Average data access 
time/3 milliseconds 
step mode 

Head switching time 


8.3 milliseconds 


98.3 milliseconds 


368.3 milliseconds 


5 microseconds (maximum) 


Error rates 
(These error rates 
are valid only when the 
drive is used according 
to specification. Media 
defects or equipment 
failures are excluded, 
Written data should be 
verified as being cor- 
rectly written. All 
media defects should be 

flagged.) 


Seek errors 1 in 106 seeks 


1 in 1010 bits 


Recoverable read errors 


Nonrecoverable read 


errors 1 in 1012pits 


** This option requires the removal of jumper A from pin 14 of the 
microprocessor on the master electronics board, 
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Table 1-2. Environmental Requirements 


ees Oe 


Temperatures: 
-400F to 158°0F -40°F to 158°F 
-409C to 70°C -~40°C to 70°C 


50°F to 122°F 
10°C to 50°C 


Temperature 

gradient: 
27°F per hour 27°F per hour 
159C per hour 15°C per hour 


18°F per hour 
10°C per hour 


Humidity: 
5-90% RH 5-90% RH 
no condensation no condensation 


10-85% RH 
no condensation 


Humidity gradient: 
20% per hour 20% per hour 


20% per hour 


Altitude: 
-1000 to +40,000 ft 0 to +40,000 ft -1000 to +10,000 ft 


RF Interferences: 


1 volt/meter rms 
(1.5 Hz -— 10GHz) 


Magnetic field: 


0.0003 tesla. max. 


Emitted acoustic 
noise: 


-— 54 db, max. 
(continuous), scale A at 


l meter 


* AMPEX single-box shipping container, stepper motor locked. 
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Table 1-3. Vibration and Shock Requirements 


Characteristics 


Vibration, non operating 
Storage or transit 


System or freestanding 


Vibration, operating* 


Shock, non operating** 
Storage or transit 


System or freestanding 


Shock, operating** 


* Vibrations are sinusoidal 


Specifications 


0.2 inch peak to peak displacement 
at 5 to 20 Hz and 3.5g peak 
acceleration at 20 to 500 Hz in any 
of three mutually perpendicular 
axis. 


0.040 inch peak to peak displacement 
at 5 to 30 Hz and 2.0g peak acceler- 
ation at 30 to 500 Hz in any of 
three mutually perpendicular axis; 
resonance points of unit excluded. 


0.006 inch peak to peak displacement 
in any of three mutually perpen- 
dicular axis over frequency range of 
5 to 60 Hz and 1.0g peak accelera- 
tion at 60 to 500 Hz except for 
vibrations along axis perpendicular 
to front facia where acceleration is 
0.5g at 60 to 100 Hz and 1.0g at 100 
to 500 Hz; excitation applied to 
mounting brackets (resonance points 
excluded). 


Single box - Withstand drop on any 
Side or corner from 36 inches 
(stepper motor locked). 


Ten pack - Withstand drop on bottom 
Surface from 9 inches (stepper 
motors locked). 


Shocks applied to mounting brackets 
3g peak in any of three mutually 
perpendicular axis, less than 10 
milliseconds duration, and 2 
shocks/sec maximum. 


Shocks applied to mounting brackets 
3g peak in any of three mutually 
perpendicular axis, less than 10 
milliseconds duration, and 2 
shocks/sec maximum. 


** Shocks are half-cycle sinusoidal waveforms. 
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SECTION II 
INSTALLATION 
2.1 GENERAL 


This section contains unpacking, installation, and checkout informa- 
tion for the Pyxis Model 7/13/20/27 Disk Storage Drive. 


202 UNPACKING 


Prior to unpacking the drive, inspect the packaged drive to determine 
whether any damage has been incurred during shipment. 


1. Using the shipping documents, verify that all items have 
been received. 


2. Open protective shipping carton at top. 
3. Remove drive from shipping carton. 
4, Remove plastic cover. 


5. Inspect each package article to determine whether any 
damage has been incurred during shipment. 


6. Verify that connectors, indicators, and protruding parts 
are undamaged. 


7. Check ID nameplate against shipping papers to verify that 
drive part number and serial number are correct. 


8. When practical, store shipping containers for reuse. 


9. Record any damage, and report damage to the applicable 
carrier. 


2.3 EQUIPMENT PLACEMENT 


Equipment placement consists of mounting the drive, planning the 
layout, routing the input/output cables and grounding the equipment. 


2-1 


Zerel Shipping Lock 


The stepper motor shipping lock (label) is fixed to the top cover of 
the drive and covers a plastic pulley on the stepper motor shaft. The 
lock prevents movement of the read/write heads across the disk sur- 
faces during shipment. This label is not affixed to the plastic pulley 
on units that are fitted with the automatic stepper motor lock. 


CAUTION 


The label must be removed before power is 
applied to the disk drive. Once the label 
is removed, the stepper motor shaft 
should never be rotated by hand; head 
disk damage could result. 


2Zere2 Step Rate Selection 


The disk drive has a step rate operational range of 10 microseconds to 
8 milliseconds. This operational range has three bands; two ranges are 
automatically selected by the microprocessor, and one is selected by 
removing Link A on the master electronics board. 


Link A ins step rate 10 microseconds to 200 microseconds 
Link A in: step rate 700 microseconds to 3.1 milliseconds 
Link A outs: step rate 3.1 milliseconds to 8.0 milliseconds 


2303 Equipment Mounting 


Side brackets with tapped holes are provided with each drive and 
permit base or side mounting as shown in Figure 2-1. These brackets 
are fixed to the drive chassis via shock-absorbing grommets. The drive 
can be oriented in any axis. When installing into an enclosure, at 
least 0.1 inch clearance must be maintained around the entire drive to 
allow vibration isolation, prevent obstruction of the breather filter, 
and prevent creation of ground loops. 


20304 Multiple-Drive Configuration 


The Pyxis disk drive can be connected in a daisy-chain configuration 
with up to four drives in the chain (Figure 2-2). Each drive has a 
four-pole drive switch, accessible through a port in the side bracket, 
which is used to identify the drive in the chain (Figure 2-3). To 
identify a drive, the pole corresponding to the number of the drive in 
the chain is closed. Only one pole in each drive switch can be in the 
closed position. 
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A=3.38 
+ 0.01 
=3.35 
: : 0.01 86 3.25 + .01 


.30 + .01 1.87 + .02 3.12 + .02 
MOUNTING HOLES 6—32 UNC 
4 ON BASE 
2 ON EACH SIDE. 
1.87+0.2 3.12 + .02 
<—__________» 


.125 


A=5.85 
+0.01 


B=5.85 
+ 0.01 


| A=0.065 + 0.01 , 
B=0.05 + 0.01 | DIMENSIONS IN INCHES 


NOTE: 5641A 
A= VENTED FACIA 
B = PLAIN FACIA 


Figure 2-1. Mounting Details 
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DRIVE 3 


DATA 


SEPARATOR 


DC GND 


__ HOST _ _ 

4 
| 
| CONTROL DATA 
| 
| DRIVE 1 
| 
| 
DC GND 
| 

CONTROLLER CONTROL DATA 
| READ/WRITE DATA DRIVE 2 
: DC IN 
| 
| DC GND 
| CONTROL DATA 
| 


CONTROL DATA 


DRIVE 4 


DC IN 


Ss a ea aa) Ses eal | DC GND 


5642A 


Figure 2-2. Daisy-Chain Configuration 
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Figure 2-3. Drive Select Switch Location 
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In the daisy-chain configuration, the line terminator pack is removed 
for all drives except for the last one in the chain. All drives are 
supplied for single usage (i.e., pole 1 is closed and the terminator 
pack is installed). 


22305 Grounding 


Host and disk drive logic ground are connected together by twisted- 
pair connector J3 (Figure 2-4). The frame ground is installed from the 
HDA (dc ground) by rubber grommets. Both logic and HDA grounds are 
connected internally via a master board standoff. 


ier | 
HOST 
a + 
A +5V RETURN 
ee oe 
A +12V RETURN 


5644A 


Figure 2-4. Disk Drive Grounding 
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2.4 PREINSTALLATION CHECKS 
There are no preinstallation checks on the Pyxis disk drive. 
205 SYSTEM INSTALLATION 


Installation of the drive consists of connecting the power, control 
and read/write cables from the host system to the drive. 


2-5-1 Connector and Cable Requirements 


The cable connectors required are standard-insulation, displacement- 
type connectors designed for use with flat-ribbon or twisted-pair 
cable. Part numbers (and vendors) are listed in Table 2-1 as a 
reference to the type of connectors required. Equivalent connectors 
from other vendors may be used. 


Table 2-1. Cable Connector Data 


Cable Connector Description 
a PN ee eg nC Sn a eee re En Se Ee ak eS gO a Ne a See Beets ca OD ety i es en RP ee ea 
Control cable 
Cable connector J1 34-position, AMP P/N 88373-3 


Read/write cable 
Cable connector J2 20-position, AMP P/N 88373-6 


Power connector J3 | Mate-N-Lok 4-pin AMP P/N 350211-1 


Ground connector J4 Faston AMP P/N 61664-1 


225-2 Control Cable 
The control cable (J1) carries the control and status information 


which is exchanged between the drive and the control unit in the host 
system. Pin assignments and signal names are listed in Table 2-2. 
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Table 2-2. Control Signal Pin Assignments 


Ground Return Signal Name 


1 Reduced Write Current 
3 Head Select 2 

5 Write Gate 

7 Seek Complete 

9 Track 000 

11 Write Fault 

13 Head Select 0 

15 Reserved (To J2 Pin 7) 
17 Head Select 1 

19 Index 
21 Ready 

23 Step 
25 Drive Select 1 

27 Drive Select 2 
29 Drive Select 3 
31 Drive Select 4 
33 Direction In 


225-3 Read/Write Cable 


All differential MFM coded data transmitted between the disk drive and 
the host system is carried by the read/write cable (J2). Pin assign- 
ments and signal names are listed in Table 2-3. 


Table 2-3. Read/Write Signal Pin Assignments 


Signal Name 


Drive Selected 
Reserved 

Spare 

Reserved (To J1 Pin 16) 
Spare 

GND 

+MFM Write Data 
-MFM Write Data 
GND 

+MFM Read Data 
-MFM Read Data 
GND 
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2054 Power Cable 


"he disk drive requires only dc power which is supplied by the host 
ystem on power cable J3. Table 2-4 lists the pin assignments and 
“~Oltages for the power cable. 


Table 2-4. Power Cable Pin Assignments 


+12 Vdc 


+12 Vdc Return 
+5 Vde Return 
+5 Vdc 


22565 Ground Connector 


Ground connector J4 connects disk drive dc ground to the host system 
dc ground. 


225-6 Terminator 


If the drive is the last drive in a daisy-chain installation or is the 
only drive connected to the host system controller, a removable 
resistor terminator pack (provided with each drive) must be installed 
for the control interface (Jl) lines. 


_ 26 ILLEGAL ADDRESS MAP 

An illegal address map supplied with each drive informs the user of 
areas of media defects. A media defect is a physical characteristic of 
the media which results in a repetitive read error when a properly 
adjusted unit is operated within specific operating conditions. Valid 
data must not be written over known media defects; therefore, 
sector/track deallocation or other techniques must be utilized to 
avoid these areas. 


A label fixed to each drive indicates the addresses of sectors which 
should be ignored by the host. These sector addresses are identified 
by cylinder. head, and sector. No illegal addresses exist in cylinders 
0, 1, and 2. The format used for this purpose is 33 sectors/track, 
each sector consisting of 256 bytes. 
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SECTION III 
OPERATION 


3.1 GENERAL DESCRIPTION 


This section contains operating instructions for the Pyxis disk drive. 
Operating instructions consist of indicator functions, power-on/off 
procedures and voltage checks. 


3.2 INDICATORS 


When they are lit, the two red LEDs fixed to the master electronics 
board are visible through the facia. The Power On LED is located 
closest to the center of the facia and is on when the drive is Ready 
and no error is present. It is also used to indicate fault conditions 
in the drive (Table 3-1). Fault conditions are described in detail in 
Section V. 


The Power On LED will not come on, indicating an error, if +5 volt 
Supply does not come up and stabilize within one second. (The micro- 
processor does not receive an initial reset.) 


The Select LED comes on (provided the Power On LED is on) when the 
drive is ready and selected by the host. 


3.3 POWER-ON PROCEDURES 


The Pyxis requires +12 volts and +5 volts dc source power, and these 
voltages are measured at drive connector J3. At power-on, the drive 
motor takes 4 amperes at +12 volts. A graph of the starting current 
for the drive is shown in Figure 3-l. For power-up or power-down 
sequences, the +12 volt and +5 volt supplies may be applied or removed 
in any order. However, if the +5 volt power is applied first, the +12 
volt should follow within 5 seconds or the fault detection circuitry 
will issue an error indication. 


On power-up, the drive performs an automatic re-calibration sequence 
which includes a disk speed check, accurate to +l percent of nominal, 
a seek to track 000 and an index pulse selection. The host may use 
status Ready to sense the completion of this sequence. The time until 
Ready turns true varies for each model of the Pyxis series. Maximum 
times are as follows: 


Model Time to Ready 
7 13 seconds 

13 15 seconds 

20 18 seconds 

27 22 seconds 
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Table 3-1. Diagnostic and Failure Code Indicators 


Abnormal Result Result 


SL EE OM OL II Ee EE a RS TE NE BIDS EOC ST TS EI ITS SS ST 


Power=-up 
drive LED flashes at 0.5 second intervals 


After 25 seconds maximum, LED stops 
flashing and remains on. Heads are 
at track 0. 


displays*. No index track data burst at track- 
| 2 oor track-3 


displays No flag 0 from track O detector 


displays Motor speed exceeds ¢£1% tolerance 
during power-up 


displays Motor speed exceeds +10%, -5% 
tolerance during normal operation 


displays Flag 0 always true 
displays Step pulse while Write Gate true 


displays Static write fault condition ** 


displays Microprocessor self-test failed 
displays - No Index 


displays - Motor not up to speed 

remains OFF Firmware/microprocessor fault 
remains ON Firmware/microprocessor fault 
flashes (erratic) Firmware/microprocessor fault 


displays --.. Found index track data burst, but 
cannot set index 


® For the fault codes, a four-bit binary code is used. Long flash 
(-) = logic 1, a short flash (.) = logic 0, with the most signi- 
ficant bit (MSB) occurring first. 


*® Write Fault Conditions: 

Ts Write current and no Write Gate 

2% No write current and Write Gate 
3% More than one read/write head selected 
4, 12-volt supply drops below 10.3 volts 
5 5-volt supply drops below 4.5 volts 


< 
C x 
c ie 
ad cc 
GD 5 2 —$—$$ $$ «$x 
A PYXIS 7 PYXIS 13 PYXIS 20 PYXIS 27 
<x 
= 
1 
0 
0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 
a 
< 
> 5772 
: TYPICAL TIMES (S) 
S 
~, 
CO 
NO 


Figure 3-1. Starting Current 


TO-LOSSTEE 


3.361 Power Supply Checks 


The following loads are used to check the power supplies. For the i2- 
volt supply, the power-up current is measured using a standard load of 
3 ohms in parallel with 1 millihenry and the operating current is 
measured using 5 ohms in parallel with 1 millihenry. With a 7-ohm 
resistive load on the 5-volt supply and the aforementioned loads on 
the 12-volt supply, noise and ripple should be no more than 100 milli- 
volts peak-to-peak up to 500 hertz and 50 millivolts peak-to-peak from 
500 hertz to 5 megahertz. 


The power requirements of the Pyxis drive are listed in Table 3-2. 


Table 3-2. Power Requirements 


Voltage Current Current 
(Vdc) Tolerance Nominal Maximum 
+5 


+5% 0.65A O.75A 
+10% 


+12 2.0A 2 4A 
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SECTION IV 
THEORY OF OPERATION 


A. GENERAL 


This section describes the theory of operation for the Pyxis 
7/13/20/27 disk drive. This information provides maintenance personnel 
with a comprehenSive understanding of the functions and operations of 
the drive. A brief discussion of disk recording principles is followed 
by a functional description of the disk drive unit explaining how the 
drive interfaces with the host controller and describes interface 
Signals. The physical locations of the logics and their interconnec- 
tions are shown in the detailed diagram of Figure 4-1. 


HOST SYSTEM | 
. DRIVE SELECTED READ DATA READ DATA 
eer | WRITE DATA "| WRITE DATA WRITE DATA 
| READ DATA HEAD SELECT HEAD SELECT 
| REDUCED WRITE 
| CURRENT 
| WRITE GATE 
| SEEK COMPLETE 
| TRACK 000 
| WRITE FAULT 
CONTROL BUS | HEAD SELECT 
| DC MOTOR 
| INDEX SPEED 
| TRACK 000 CONTROL TRACK 000 
| READY 
| DRIVE SELECT 
| STEP 
| PHASE CONTROL PHASE CONTROL 
| DC POWER DC POWER 
+5V, +12V 
AND RTN | OC POWER 
| 


Figure 4-1. Pyxis Block Diagram 
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4.2 BASIC DISK PRINCIPLES 


The recording medium for the drive is a stack of one to four 5 1/4- 
inch disks with two to eight recording surfaces (see Figure 4-2). 


| 
| 


| 


\ 


READ/WRITE DISK STACK 
HEAD 


TYPICAL FOUR-DISK PYXIS DRIVE 5646 


Figure 4-2. Surface and Head Geometry 


Each disk is coated with a layer of magnetic oxide. The coating is 
burnished to a flatness that allows the read/write heads to fly in 
proximity to the surface without actual physical contact. 


Data is recorded in serial fashion on concentric rings on each disk 
surface by holding the head in a fixed position over the rotating 
disk. These rings are referred to as tracks. The disk drive unit 
positions the heads precisely over the tracks. Corresponding track 
positions, both upper and lower on each disk, are referred to as one 
cylinder of data. 


A center-tapped coil is mounted on the core of the read/write head to 
perform the read/write function. The recording flux direction is 
controlled by energizing the center-tap connection, causing current to 
flow through the bifiler winding from the center tap to either one end 
or the other. When reading, the ends of the coil are switched to the 
input of the read amplifier. Data is erased by writing new data on the 
track. The read/write coil is mounted onto the core of the ferrite 
Slider. As the disk rotates, it pulls a film of air around its sure- 
face. This moving air moves under the slider and exerts an upward 
force on the shoe. A downward pressure is placed on the slider by the 
Spring flexure of the head. The head shoe then flies at a point where 
the downward force of the load spring is equal in force to the air 
pressure under the head. 
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The flying height of the slider is influenced in part by the air-bleed 
channel in the middle of the slider. This channel allows some air to 
bleed from under the slider, decreasing the air pressure and allowing 
the head to fly closer to the disk surface. The average flying height 
of the head is 19 microinches. (The head is closer on an inner track 
because the inner track portion of the disk is moving at a slower 
Speed than the outer track portion of the disk, resulting in less air 
pressure on the inner track than on the outer track.) 


The slider is mounted to the head arm assembly via a spring gimbal- 
mount. This allows the flying attitude of the slider to vary slightly 
so that it can follow minor surface variations without contacting the 
disk surface. 


All heads are mounted on a carriage so that the heads and carriage 
move aS one unit. The carriage moves the heads radially over the 
disk's surfaces. All the heads are positioned to the same cylinder at 
any given time. 


4.3 CONTROL LINES 


The control data is exchanged between drive and control unit via the 
control cable (paragraph 2.5.2). The following paragraphs define the 
control interface signals. 


4.3.1 Reduced Write Current 

The Reduced Write Current signal from the host system enables a 
current sink during a write, diverting current from the head and 
effectively reducing the write current. 


4.3.2 Write Gate 


When True, the Write Gate signal from the host enables the current 
source and Write drive signals. When False, this signal enables Read 
Data to be transferred from the drive to the host. 


4.3.3 Seek Complete 

The Seek Complete status signal is generated by the microprocessor in 
the master electronics board when the value of an internal 8-bit 
counter equals the desired stepper motor phase changes (determined by 
the Step and Direction In input signals). 

4.3.4 Track 000 


The Track 000 status line is set true when the read/write heads are 
positioned over track 00. 
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4.3.5 Write Fault 
The Write Fault signal is true under the following fault conditions: 
1. Write current in a head when Write Gate is false. 


2. No write current in any head when both Write Gate and 
Drive Selected are true. 


3. More than one head is selected. 
4, The 12-volt supply is below 10.3 volts. 
5. The 5-volt supply is below 4.5 volts. 


6. Motor speed exceeds ¢1% tolerance at the end of the power- 
up sequence. 


7. Motor speed exceeds ¢10% tolerance. 
8. No Index signal. 
9. Motor not up to speed. 
10. Step signal received while Write Gate is true. 
4.3.6 Head Select 
Up to eight read/write heads may be selected using a 3-bit code on the 
Head Select 0, Head Select 1 and Head Select 2 lines. Table 4-1 is a 


head select matrix showing the logic level required on each Head 
Select line to select the desired read/write head. 


Table 4-1. Head Select Decode Matrix 


Head Select O 


Head Select 1 


Head Select 2 


4.3.7 Index 


The Index signal is a 200 microsecond output pulse used to mark a 
fixed reference point relative to the disk. 
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4.3.8 Ready 


The Ready signal is true when the drive is ready to read or write 
(with or without an implied seek) and the other output lines are 
valid. Ready remains true until power-off or until there is a Write 
Fault. The Ready signal is false under the following conditions: 


1. The drive is undergoing power-up. 
2. Motor speed is out of tolerance (+10%, -5% of nominal). 
3. Write Fault is true. 

4.3.9 Drive Select 


The Drive Select signal from the host system corresponds with the 
drive select switch setting of the drive. If the Drive Select signal 
does correspond, and the Ready signal is true, a Drive Selected true 
Signal is returned to the host system via the data lines. 


4.3.10 Step 


The Step signal pulse from the host system is used in conjunction with 
the Direction In signal to move the stepper motor. This pulse input to 
the microprocessor is used to clock an internal 8-bit counter which is 
reset prior to each seek. Once the first step pulse is received, the 
processor issues stepper motor phase changes until the number of 
changes equals the value in the counter. 


ALo3.11 Direction In 


The Direction In signal from the host controller determines the 
direction of motion of the stepper motor. The microprocessor receives 
the first step pulse of any seek, samples the input and internally 
stores the result. 


AA. DATA LINES 


The disk drive transmits and receives differential data coded in 
modified-frequency-modulation (MFM) via the data cable (paragraph 
2.5.3). Decoding is done by the host system. Precompensation (early 
and late) of write data is used for certain data patterns. The 
following paragraphs describe the read/write data, as well as the 
Drive Selected signal. 
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oe MFM Read Data 


Data signals from the disk drive, recovered by reading a prerecorded 
track, are transmitted to the host system using an EIA RS-422 standard 
differential line driver, as shown in Figure 4-3. This balanced vol- 
tage signal will drive up to 20 feet of twisted-pair or flat-ribbon 
cable with an impedance (Z) of 105 ohms. The recommended receiver is 
shown in Figure 4-4, The transition of +MFM read data going more 
positive than -MFM read data representsS a magnetic flux transition on 
the disk under the selected head. Timings are shown in Figue 4-5, 


AM 26LS31 


GRD 


Figure 4-3. Differential Read Data Line Driver 


AM26LS32 


5474 


Figure 4-4. Differential Write Data Line Receiver 
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LABEL DESCRIPTION MIN TYP MAX 
m SELECT TO READ DATA (HS) = ~ 5 
"9 WRITE TO READ RECOVERY (HS) = a 5 
‘3 READ BIT CELL (ns) = 200 a 
"4 READ DATA PULSE WIDTH (ns) 25 _ 85 
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Figure 4-5. Read/Write Timing 
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MFM Write Data 


The MFM write data is transmitted by the host system to the disk drive 
using a standard differential line driver. (The line driver and the 
line receiver are the same type as used in tranSmission of the read 
data. Refer to Figures 4-3 and 4-4.) The transition of the +MFM Write 
data going more positive than -MFM Write data results ina flux 
reversal on the disk under the selected head, provided Write Gate is 
true and the drive is selected (Drive Select is true). MFM write data 
is inactive when Write Gate is false. 


H.A.2.1 Write Precompensation 


During Write, it may be desirable to apply an advance or delay on MFM 
bits when they occur in certain patterns. This advance or delay 
compensates for peak shift on the disk due to pulse crowding. From an 
analysis of 44-bit sequences, a preferred precompensation scheme is 
shown in Table 4-2 and Figure 4-6. Late or early compensation applies 
only to the third bit of each pattern. No other patterns should be 
compensated. 


The value of compensation should be 10 to 12 nanoseconds, and it is 
recommended that the value apply to all cylinders. 


Table 4-2, Write Data Precompensation 


Direction of Shift 


On Time Clock 
Late Clock 

On Time Data 
Early Data 


Late Data 


On Time Data 
Early Clock 
On Time Clock 
On Time Data 
Early Data 


Late Data 
On Time Data 
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(ON TIME CLOCK) EARLY CLOCK 


LATE CLOCK 


(ON TIME CLOCK) 


(ON TIME DATA) 


(ON TIME DATA) 


EARLY DATA EARLY DATA 


LATE DATA LATE DATA 
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(ON TIME DATA) (ON TIME DATA) 


4 BIT MFM PRECOMPENSATION 
(RIGHT-MOST BIT IS WRITTEN FIRST) 


Figure 4-6. Write Data Precompensation 
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SECTION V 
MAINTENANCE 


5.1 GENERAL 


This section provides information necessary for the maintenance of the 
Pyxis 7/13/20/27 Disk Storage Drive. Included are removal and replace- 
ment procedures for major subassemblies and a description of the 
built-in diagnostics. Pyxis requires no preventive maintenance and has 
no adjustments. 


52 DIAGNOSTICS 


The Pyxis diagnostics are divided into three sections: 1) Power-up 
Diagnostics, 2) Operational Error, and 3) Fault Diagnostics. 


5.2.1 Power-—Up Diagnostics 


During the power-up sequence in the drive, a number of automatic 
diagnostic routine sequences are performed before the drive becomes 
ready for system usage. When a fault occursS, an appropriate error code 
is displayed in the fault indicators. Table 5-1 lists the description 
of these tests and the applicable error code. 


The Power On LED is used to flash error messages when fault conditions 
occur in the drive. A 4-bit binary code is used (long flash = logic 1 
and short flash = logic 0) with the most significant bit occurring 
first. (e.g. short, short, long, long = 3(0011) 
Table 5-1. Power-up Sequence Error Codes 

Error Code Error 

a a ne ON Sn rN ND es a Fe Se Pe eR Le ee] 
1(0001) No index track data burst at track 2 or track 3 
2(0010) No flag O from track 0 detector 
3(0011) Motor speed exceeds +1% tolerance 


5(0101) Flag O always true 


9( 1001) Microprocessor self-test failed 


10(1010) No Index 
11¢ 1011) Motor not up to speed 


The power-up sequence error codes are detailed in the following para- 
graphs 
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5.2.1.1 Codes 9, 10 and 11 


The first check is a microprocessor self-test. A check sum is per- 
formed on all the code bytes, and failure results in the display of 
fault code 9. Following the self-test, the microprocessor checks for 
an Index pulse (Hall sensor output) from the de motor. If this does 
not occur during a period of 8 seconds, then fault code 10 is dis- 
played. Since this condition is likely to be the result of the de 
motor not starting, the microprocessor attempts to reduce head/disk 
static friction (during a period of 8 seconds) by moving the 
positioner four times (one track in alternate directions). 


The dc motor speed is then checked to determine if it is within 3600 
rpm +1%. Each check takes one motor revolution, and during this time 
the Power On LED is flashed at intervals of approximately 0.5 second. 
If the processor does not see four consecutive speed samples correct 
to +1% within 25 seconds, it will display fault code 11. 


5.2e1-2 Codes 5 and 2 


When the speed check is successfully completed, Write Fault interrupts 
are enabled. The microprocessor then begins the recalibration of the 
actuator to track 00. Two possible fault codes may occur. If Flag 00 
does not go false within 25 steps towards the center of the disk, 
fault code 5 will be displayed. After going false, if Flag 00 cannot 
then be set true within 512 steps in the out direction, fault code 2 
is displayed. 


5.22123 Codes 1 and 3 


After calibrating the actuator to track 00, the processor initiates a 
routine to select the correct Index pulse. The actuator is moved to 
track -2 to find the index data burst on head O and so select the 
corresponding Hall sensor phase, thus establishing Index. This opera- 
tion involves checking for the data burst on track -3 if it cannot be 
located in track -2. Failure to complete this operation results in 
fault code 1 if link B is present and does not if link B is cut. The 
actuator is then re-positioned on track 00, and a final check made on 
the de motor speed. If it is not within +1% tolerance, fault code 3 is 
displayed. 


At the successful completion of the power-up routine, Ready and Track 
OO are both set true and the head selects are enabled. 


Secu Operational Error Check 


During normal system usage and/or diagnostic self-testing, a number of 
built-in self-tests are performed. If any error conditions are de- 
tected by the microprocessor, an error code is displayed by the Power 
On LED indicator. Table 5-2 lists the tests and the applicable error 
codes. 
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Table 5-2. Operational Error Codes 


pansies lpn urns > nn msn iniepisinieseinninssiisivaionen npuenisun istn.cscnecagpabnusiinsisiaiuanionsuniadeinnieduceiiue eT 


4(0100) Motor speed exceeds +10%, -5% tolerance during normal 
operation. 


6( 0110) Step pulse while Write Gate is true 
7(0111) Static Write Fault condition: 


Write current and no Write Gate, or 

No write current, no Write Gate, or 

More than one read/write head selected, or 
12-volt supply below 10.3 volts, or 

5-volt supply below 4.5 volts 


The operational error codes are detailed in the following paragraphs. 
5.22221 Codes 4 and 6 


While the processor is waiting for a step pulse from the interface, it 
continuously monitors the de motor speed. Should the speed vary from 
nominal by more than +10% or -5%2, fault code 4 will be displayed. The 
processor will not allow a step pulse to be received while Write Gate 
is true. This is considered to be a catastrophic controller fault. The 
drive returns to Write Gate status and displays fault code 6. 


5.2e2-2 Code 7 


On receipt of a Write Fault interrupt from the drive's hardware 
detection circuitry, the processor latches this condition, delays for 
2 seconds and samples the hardware input to check if the Write Fault 
condition still exists. If it does, fault code 7 is displayed. If not, 
the processor enters the power-up routine thus setting the actuator to 
track OO. 


5.2.3 Fault Diagnostics 


Table 5=3 shows the likely causes and corrective action for power-up 
sequence and operational faults. The simplest action is to remove and 
replace either the master electronics board or motor speed board and 
verify that the fault code persists. 
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Table 5-3. Fault Diagnostics 


Fault 
Code Possible Causes Corrective Action 


ee ee STI A Ee RENE ND ORR cP I See MD ET A NN OS REA SORT 
1 Faulty flag OO position 
Fault in data burst detection 
circuitry 
Fault in head O or preamp 
board 


Contact service organization 
Replace master board 


Contact service organization 
or replace preamp board 


Transit lock label not 
removed 

Connector fault between 
motor speed board and 
stepper motor/flag OO 
assembly 

Short circuit between motor 
speed board and casting 

Faulty flag 00 transducer 

Fault in stepper motor cone 
trol circuitry 

Faulty stepper motor 

Defective positioner assembly 


Remove 


Check connector and/or re-} 
place board 


Reassembly board 


Contact service organization 

Replace master board or 
motor speed board 

Contact service organization 

Contact service organization 


Brake failure Replace 
Check supply/connector 

Contact service organization 
Replace 


No 12V supply 
Faulty de motor/Hall element 
Faulty motor speed board 


Controller/Interface fault 
Faulty master board 


Check controller/connector 
Replace 


Faulty master board 
Faulty preamp board 
5V and/or 12V too low 


Replace 
Replace 
Check supply 


Faulty microprocessor Replce master board 


In practice, however, the most likely sources of trouble are (a) power 
Supplies out of tolerance, and (b) step rates out of the drive con- 
straints. In any event, the following should be verified: 

1. The shipping label is removed 


2. The connectors are clean and properly attached 


3. The interface terminator is present, or absent, according 
to the configuration 


4, Link A is removed for the 3.1 milliseconds to 8.0 milli- 
seconds range 
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5. The drive chassis is free of any system metalwork 


6. The dc power lines are short-twisted pairs 


7. Data and control cables are properly shielded and do not 
run close to high current switching circuits 


5.3 REMOVAL AND REPLACEMENT PROCEDURES 
The following paragraphs detail the removal and replacement procedures 
for the major Pyxis subassemblies. Be sure to read each procedure 
before attempting removal or replacement. 
There is no preventive maintenance, and there are no adjustments on 
the drive. Field repair is restricted to brake and board replacement 
and selection of the spare Hall sensor. 
NOTE 
Repair to the HDA can only be effected by 
the use of Ampex special tooling and 
Class 100 cleanroom conditions. Users 
are reminded that removal of the HDA 
covers will render the warranty void. 
The tools required for field repair consist of the following: 
1. Pozidrive screwdriver, No. 2 
2. Box spanner, 1/4 in. AF 
3. Hex driver, Allen, 5/64 in. 
4. Feeler gauge, .015 in. 
Access to the brake, preamplifier board and motor speed board is 
accomplished by first removing the master electronics board and then 
the side bracket/facia assembly. 
5.3el1 Master Electronics Board Removal 
NOTE 
On drives fitted with the vented facia 


and two-piece side frames, remove the 
facia before removing the master board. 


1. Using the Allen hex driver, remove the six screws securing 
the board to the drive. Carefully loosen connector J4 from 
the preamplifier board and lift the master board free from 
the drive. 
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523-2 


5233 


536A 


Oe 


Disconnect flat cable connector J5 from the motor speed 
control board. 


Master Electronics Board Replacement 


1. 


2. 


3. 


Connect flat cable connector J5 to the motor speed control 
board, ensuring that the connector is properly polarized. 


Ensure that connector J4 mates properly with the pre- 
amplifier board. 


secure the board to the drive with six screws. 


Brake Removal 


1. 


2. 


3. 


Remove the master electronics board as described in para- 
graph 5.3.2, but do not disconnect flat cable connector J5 
from the motor speed control board. 


Disconnect brake connector J6 from the motor speed control 
board. 


Using the box spanner, remove the two nuts securing the 
brake to the casting and remove the brake. 


Brake Replacement 


1. 


Ce 


Position the replacement brake, and refit the nuts 
loosely. 


Place the feeler gauge between the motor rotor and the 
brake pad, and push the brake body so that the plunger is 
fully depressed against its spring. 


Ensure that the center line of the brake lines up with the 
motor center, and lock the nuts. 


Reconnect the power connector, ensuring correct polariza- 
tion. 


WARNING 


Before powering up the drive, make sure 
the motor is free of obstructions. Do not 
touch the spinning motor. 


Power up the drive with the master electronics board lying 
alongside, and verify that the brake does not contact the 
motor rotor. Ensure that the master electronics board is 
isolated from metallic parts. 


5-6 


523-5 


5.3.6 


See 


T. 


3315507-01 
Power off and verify that stopping time is within 5 to 8 
seconds. 


Refit the master electronics board as described in para- 
graph 5.3.2. 


Motor Speed Control Board Removal 


1. 


2. 


Remove the master electronics board as described in para- 
graph 5.3.1. 


Remove the screw securing the left mounting bracket to the 
casting. 


Disconnect brake connector J6, dec motor connector J9 and 
stepper motor connector J8 from the motor speed control 
board. 


Unscrew both the rear standoff with ground tab and left 
standoff; remove the motor speed board. 


If the spare Hall element is to be connected, remove the 
link on the motor speed board and reconnect it as shown on 
the Motor Speed Control PWBA Assembly Drawing, Appendix A. 


Motor Speed Control Board Replacement 


1. 


4, 


Install the replacement motor speed board, insert the 
ground tab and tighten the rear standoff. Insert and 
tighten the left standoff. 


Reconnect stepper motor connector J8, dc motor connector 
J9 and brake connector J6, enSuring correct polarization 
of the connectors. 


Insert the screw securing the left mounting bracket to the 
casting. 


Refit the master electronics board as described in para- 
graph 5.3.2. 


Preamplifier Board Removal/ Replacement 


(Not recommended as field replaceable). 
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APPENDIX A 
REFERENCE DRAWINGS 


This appendix contains schematics and assembly drawings for the Pyxis 
disk drive. 


PCBA SCHEMATIC ASSY. DWG. 
Master Electronics Board 3315470-01 3315473-01 
Motor Speed Control Board 3315480-01 3315483-01 
Preamplifier Board 3315490-01 3315493-01 


A-1/A-2 


SPD 


FGO 


4SV 


HAL LINK 0 
+5V Py-1 €---_——_-o © 
HAL 
P9-2 0 QO 
R17 R6 LINK C 
10K 120 
LED 
Pe-9 
PTR 
Pe-9 +12V 


+i C1 C12 = +1C13 cw {CS 
100 A 10 A ‘a 
3$V 
pS Se SS Sea ee ee 
SOA 
PQ-3 
$08 


g 

g 

= 3 
o ~ 
Ht 
ed 
7 


IN6448 


+12V 


4+8V D 
(PF $n 2907 02 
1 1N 4001 
R20 
510 BRK + og-2 
R21 a6 
a oC 2N2222 
uN +$V prep meeneeL le Po-4 
IC 4 
LM 392 
D3 
1N 4448 BRK - 
Ds P6-1 


a3 
RS 2N6387 
K 2 


oe RO cw |* +19 


B 
ret 
had 
iol 

R23 ina! 
30 ‘ 4. ALL CAPACITORS ARE SOV,220% . ' 
WIF 4. 3, ALL RESISTORS ARE2% , 1/6 WATT, wt 
Q7 s 2. ELECTRICAL VALUES ARE IN OHMS AND levy! 
VNIOKE = MICROFARADS . t.4 
1. REFERENCE ASSEMBLY 9315489-01. 
WOTES: U0.8S8 OTHERWIER SPECIFIED ~ 
onarve Le 0 i 
Shere Sane [UNLESS OTHERWISE SPeciFize | SIGNATURE ——_—|COATE | WEMORY PRODUCTS Drvision 
PLATED FINISHES = i lcm ey | ev aaa ae “ 
Raia Eee FOR WHHICN PROVIDED OF DTSCLOSEO, tt [zm jam, 


| {| =F 6MOTOR SPEED CONTROL 


fame 
Bless] 931500 0-077 


sce NONE | conor ecats res rmery [swerr 9 OF ft 
1 


CRuMENT OR TO A GOVERNMENT COM 
TRACTOR PURQUANT TO A GOVERMENT 


1S 6 
c9 
ce 

WS2 9 
cw 
i 

3 =) 12 
cw 
ee 

2 ess r 
C12 
i 

1 ess ‘ 
co 


P6-9 


P10 -2 


~ 


~ 


w 


~ 


P0-22 


P68 


io} 
HO+ 
IN<G48 
02 
H0- 
1N&L48 
03 
Ht+ 
1N4448 
04 
HI- 
1N6648 
05 
H2+ 
1NG468 
06 
H2- 
1N4448 
07 
lakag 
1N6448 
08 
H3- 
1N&L48 
09 
la ha 
1N448 
010 
Hh~- 
1N4448 
OW 
HS+ 
1N6648 
O12 
H5- 
1N4448 
013 
H6+ 
1N4668 
Ou 
H6- 
1N4446 
ots 
lalad 
1NS648 
O06 
H7- 
1TN6448 
Wer 


oa 


412V 


+H12V 
FIL 


018 


1N 4448 


oe 


1N&648 


1NG468 
020 


R6 


0! 
C2 


$10 


qj 
g 


3 
1 
+RVFIL yD, 
Ris |4 C7 c6 
430 10 of 


wov 
GNO 


PEs 
Ru R13 
680 510 PL-5 
Dts a9 
X= > ps-1 
R? 
6.7K 


t 
t 
es ee | 


GNATU 1 ¥. 
eo scsi DFG | cr] EROR 
[A] | ERN Hxoos (pron Re.) [Mey || 


& <ALL CAPACITORS ARE SOV, t20% . 
3. ALL RESISTORS ARE 122% , 1/6 WATT. 


’ 10 
mance 8 2. ELECTRICAL VALUES ARE IN OHMS AND 
MICROFARADS. 
> 1, REFERENCE ASSEMBLY 3318499-01 , 
NOTES UNLESS OTHEWENSE SPECIFIED 
PARTE LIST 
0 
aaa am mae =] 
ae % leech Chest 

ser recommen | inctoe omnmcattv seen on [* ewer ff x Hedi trea ll 
eae FOR WHICH PROVIDED OF DISCLOSED. 1 
sees Ser ole 
cen {Ii [— |e cae ee SCHEMATIC —— 
—— ateme fet tt_PRE- AMPLIFIER BD 

; COOE IDENT ¥O 
ga Devel Sisco moat 'Dlo9150| 3315 490-01 


scout NONE] somorscass nes ener [seer | oF | 


AFL PROJ 


D 
6.02 
REF 
Cc 
$.50 
REF 
(0) crapuite o1s¢ TO BE CONCENTRIC WITH CIRCULAR 
PAD WITHIN. .O10, 
9, MAXIMUM COMPONENT HEIGHT ABOVE PWB TO GE .25, 
8. CROP ALL COMPONENT LEADS TO .060 MAX. 
@) 7, REFERENCE SCHEMATIC 3315470-01. B 
6. HEAVY LINE ON DIODES DENOTES CATHODE ENO. R23 
' Y 
5. PLUS SIGN ON CAPACITORS DENOTES POSITIVE LEAD. re 
4. COMPONENT REF OBSIGNATIONS ARE FOR REF Omty. = |i! 
MARK PART WO, & ISSUE LTR PER AMPEX ppl 
SPEC 3124500, PARA 3.1. Ro 
2. PART NO. TO BE 3315473-01, im 
1. ASSEMBLE PER AMPEX STANDARDS, 
© 5 
9 PL NOTES: UNLESS OTHERWISE SPECIFIED 1 
Q. 
if 
&PL veers ver BY 
ae Bae) UNLESS OTHERWISE SPECIFIED | SIGNATURE | —DATE | 
Rae Tees D'MENSIONS ARE IN INCHES AND jorawwey[ | 
eae Scene CLEC GRMRCA LY AREUEDION = 
Gas eee FOR WHICH PROVIDED OF OFSCLOSED. 


es Ge Pt ett 


nel ELSE ane CU) Bene aa 
PJ core or se conan ra ca ES ae 
B 
S313 

‘ 


CED, HOWTVER, TT © Ts DARENNG IS 
SPTCINED TO BE DELWERED TO THE GOV 


INSTALLATION OF . euIZ) CODE IDENT WO 
Qi THRU Os Ot 
aes eee Djosiso| 3 31 5 «73-011 


Tur” g 7 6 5 4 1 


8 7 6 5 4 3 rOtUy7SItG oF 1 


O " see ven B 


A 
SEE DETAIL 


MATU 


JA] | ERN HKOOS (PROD REL) | | 


MAXIMUM COMPONENT HEIGHT AGOVE PW 70 BE .50. 
MAXIMUM COMPONENT HEIGHT ABOVE PW 10 BE 3S. 


MOUNT RI1,R16@R15 WITH A BODY 10 
PWB CLEARANCE OF .060 MIN, 


CROP ALL COMPONENT LEADS 10.060 MAX. 
HEAVY LINE ON DIODES INDICATES CATHODE . 
PLUS SIGN ON CAP INDICATES POSITIVE. 
REFERENCE SCHEMATIC 3315480-01. 


a®) 
a® 
© 


? 
6 
i= 5 
10 MAX ' : 4. 
| 7G [ (3) mark PART NO & ISSUE LTR PER AMPEX ppt 
re C-C SPEC 3124500, PARA 3.1. mt 
IEW Nw 7 f 
| ce | 2. PART NO.TO BE 3315683-01, aah 


TYP MIG FOR 
1. ASSEMBLE PER AMPEX STD. 


C6_ THRU C9, R16, R17 
eC NOTES: UNLESS OTHERWNGE SPECIPIED 


NN 
DETAILS A DETAILS B 


MOUNTING DETAILS 


MOUNTING DETAILS 
FOR G3 8 a6 FOR Q1,02,05 THRU Q7 eel 
caaveven 69 
meee Sees PRODUCTS Origine 
aaa Pee j suites oratevise orecorits | ee nate. ARE ty apa td ANO Samra aaa % Rash Swest 
@ tapete, Colfents 1 
[| __ von wince paovineo on oraciosen, wt 


pF Our on 20 rsa, wero rt ere TET eet 


sora mesunwee {ist || —- MOTOR SPEED CONTROL 
en A eee — 


ee 20 Eee 


Sot eer ee TET 


» AFL PROJ 


1 2 
Ici 
TALS16 

9 8 
IC 12 
7606 

Lo «) 

MPQ 7907 


1c 11 
74LS14 


=> 
TYP FOR ULN 2003 


— emesis ee ae ee 


wit 
TALS 14 


ci 


74LS14 


ERN HKO00S (PROD REL) a a 
JS 
cco D 
: IC 14 
MPO 7907 
SOc 
% 
i y 
i@ 
' 
: ' 
| ' 
! ' 
ic1s C16 ot 
ULN 2003 | ULN 20031 
! ! 
ey Mees d es Fe ee 
et 
JS 


- 
' 

| | SI 
4. INDUCTORS ARE IN MICROHENRY , 210% . wn! 
' Ice 3. RESISTORS ARE IN OHMS 22%, IQ WATT. 
ULN 2008 | 2. CAPACITORS ARE IN MICROFARAOS, SOV OR @REATER, =i! 
‘i (eee 1, REFERENCE ASSEMBLY 3315473-01. 


venvever ["} 

L vaires orncewier specirico | sionarune | oare | MEMORY PRODUCTS OTvTeIGH 
ee er et ea -S2EEC 
nee acoreeena Lion Py, Bone C — 

os UR es oa ed ae 
= at 5 =~ 


MASTER ELECTRONICS 8D 


sce NONE [ sonotescae res rmery [eect {or 4 | 


1B [o9150|3315 4 70-01 | 
L : 


+8V +5 | CSE SHI fa | 
wie 13 
sie anf: owe Je-8 R38 +12¥ 
= Cy Sav 20 
D 
45V 412V 3 8 ' 
rm 
1 
+8v 
a PUL! 
C4 
306 
R&S 
3 1K 
" 
55 
sess 1012 C12 
13 12 
So—"{ 0% > wir 
7406 c20 7406 
1? : 
P2 261532 
Cc 4MFM WRITE DATA 6 = 
ae . 
12 45¥ 
ry 
100 ¢ R67 REG 
y 2K 51K 
7 
LM339 
1 4 S.IV 
B 
MHS _ .9s5 
+WOy 4 6 
~WOy ja-7 
WIG ony 
A 


_[eloesola ans poo 


cia Geen ae 


RIN 


RIN 


412V FIL 


+12V FIL 


403 


P3-1 


P3-4 


IC 6 
261531 


+12 Vv OC 


+5V DC 


+12V RTN 


+5V RIN 


20 


+12V FIL 
c2e 6+ 1 C36 
1 10 
35V 


J6-3 


rT 
+5V 
C43 THRU C47 
| of 
C82 
Pe | 
Jb 
GRO, Je5 
Js 


Blonise]a915470-01 2 


sce NONE [ners org 


2 1 


ATL Y v 
a es 
ral | SeesHt  {—f— {[— | 
up! 4 RO 
(a 1 
o8V 
D IC 6 a Cap, 
pais PWR 
6 
IC 21 L(€0 2 
JS TELS 266 a / 
17 bp 3 PX +8V 
sro| | a Nay, 
ROY. ORS 
P2 
C vee 7 | 
@) Gro PY 
Oo w“anaae ft 
1c 21 ' See 
Semen hy pedi 
sre ama A 0 
GATE TRACK 0 
REOUCED RTN 
REDUC Ree Sel 
CURRENT INDEX 
: eee 
eo READY 
et (eeeeereseeeeae on ae 
a 
HEAD ORIVE SELECTED 
MEAD eee 
RTN my 
HEAD 
SELECT 1 
RIN 
MEAD 
SELECT 0 
RIN 
A ORV SELECT 1 
2 
3 
ORV SELECT 6 CODE IOENT 60. 
'D [09150 3315470-01 
=e iscmae NONE | see 
1 


2.78 
REF 


6 5 4 3 | FU6X6! C67SItE: ~=OF { 


}At 1 ERN HKOOS (PROD REL) ares a 


D 
SOLDER 
SIDE 
SOLDER TYP 
CMPNI SIDE — 
| .265 MAX 
a MIN 
MOUNT CAPACITORS C8 THRU C15 
Af VERTICALLY AND CONNECT 
AS SHOWN c 
Vy 2 
pe Sa a es 35 PL 
CMPNT SIDE 
REE [3] Pin 10 BE cur To OM SHOWN. 

@. REFERENCE SCHEMATIC 3315490-01. 
170 .020 7. HEAVY LINE ON DIODES INDICATES CATHODE. B 
6. PWS SIGN ON CAP INDICATES POSITIVE. aad 
5. MAXIMUM COMPONENT HEIGHT ABOVE PWB TO BE .25 . iP 
OLDER ' 
see vew B-B 4. CROP ALL COMPONENT LEADS TO .060 MAX. ton 
(3) Marx PART NO. AND ISS LTR PER na! 
AMPEX SPEC 3124500, PARA 2). res 
2, PART NO. TO BE 3315483-01. im} 

Seas ASSEMBLE PER AMPEX STD. 
= 
NOTES: UNLESS OTHE RINGS sPecIrED oO 
@ 
a 
a4 
ua 
conve ur (RY - § 
225 REFERENCE TABLE Ee Crea TT MEMORY PRODUCTS SANDOR 

LAST USEO | NOT USED | patie a © Sepeeen Cotes Sle A 


